Eject the test strip using the strip ejector on the back of the
device.

Unscrew the lancing device cover. Place the safety tab of
the lancet on a hard surface and carefully insert the lancet
needle into the safety tab. Pull the lancet out of the lancet
holder and discard.
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= Sample tip:
Where the blood is
drawn in.
Electrode end:
This end is inserted into the
strip port on the meter,
facing upwards, in the
direction of the arrows.

Sterile Lance  Release Button Rear Handle

Lancing Device Cover
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Safety Tab Lancet Ejector ~ Device Body

Depth Level Window Lancet Holder

Distributed by:
Tenovi Co.
1 Cate Street, Ste 100 Portsmouth, NH 03801

Customer Support at:
714-418-5658,Awailable from 9 am to 8 pm EST.
For urgent matters, contact your health care professional.

P> Discard the Lancet & Test Strip Tenovi Cellular Glucometer
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Important:

Prior to testing, wipe the test site with an alcohol swab or soapy water. Use
warm water to increase blood flow if necessary. Then dry your hands and

test site thoroughly.

1.

Test strip port

Micro USB:
Charging port.

Display:
Shows test results and
related information

Button:
Press to turn on/off meter.
Switch different function.

Strip ejector:
Push up on button to eject testing
strip from meter.

Remove the Lancing device cover by holding and turning
counterclockwise then pulling. Insert a lancet into the lancet
holder by sliding the lancet into the holder until it snaps in place.
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Y . 5. Immediately touch the tip of the test strip to the drop of blood. The
’ Performlng a Blood Glucose Test blood should be pulled into the test strip through the tip. Do not put

. Twist the safety tab off the lancet.

(Save the safety tab for lancet
removal)

. Carefully screw the Lancing device

cover back onto the lancing device
by reattaching and turning
clockwise to tighten.

. Hold the lancing device firmly and

turn the Lancing device cover to

adjust the lancet penetration depth.

(Choose from setting 1 through 5
in the depth level window.)

. Pull the rear handle back until it

clicks to load the lancing device.

What It Means

Blood or control solution was applied to the test strip
before the flashing drop appeared on the display.

The meter is sensing a used or contaminated test strip.

Incorrect test strip.

Incorrect sample.

Temperature out of range.
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E -: Potential hardware error.
A test strip inserted while the meter was
connected to a computer or wall outlet.
E = B Insufficient sample.
E = = Running out of battery.
2\ .
¢ Data not transmitted
x
Illl No signal
H= Test result is above 600 mg/dL.
L E Test result is below 20 mg/dL.

1. Remove a test strip from the strip vial. Tightly close the vial cap
immediately after you have removed the test strip.

2. Insert the test strip into the
meter in the direction of the
arrows. Meter turns on
automatically.

3. Asymbol with a flashing A
h i 3
blood drop will appear '-'ém's 3 F—'EE
letting you know the meter is ail
ready to test.
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4. Hold the lancing device
against the side of a fingertip (177
and press the release button g x
to prick the skin and obtain a
drop of blood.

Model: TC-CGL-01

tenovi

Cellular
Glucose
Meter

QUICK START GUIDE

Number:
Effective date:

Read your User Manual for complete instructions before performing a blood
glucose test.
For Single-patient use only. Do not share.

Made in China

blood on top of the test strip.

6. The meter counts down from 5 to 1 and then your test result is displayed
and automatically stored in the meter memory.
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